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TYPES 607, 607E, 6&07F,

SUMMARY OF

TRANSMITTER

PURPOSE TGY2

A low power {40 watts C.W., 20 watts M.C.W., 13 watts
Yoice) H.F. M.F. transmitter feceiver used as the main set
in coastal craft., It replaces Types TW12 and Receiver 334,
and transmitter-receiver CNS1.

'YPE OF TRANSMISSION AND RECEPTION

CW, M.C.W. or Voice (No Voice with transaitter THS2) RECEIVER

CR300/1
FREQUENCY RANGE
Transaftter TGY2 375 = S00 ke/s and 1.2 = 8,3 Mc/s.

Transnitter THS2 8 = 20 Me/s.

SUPPLY UNIT

Receiver CR300/1 15 ke/s = 25 Mc/s. TYPE 880

MAJOR UMITS

Types S07/E/F comprises principally Transmitter TGY2
and Receiver CR300/1 (Receiver Outfit CDR). Types GOS/EIF
18 the same as Types 607/E/F with the addition of Trans-
altter INS2.

CONTROL UNIT
LOCAL

SUPPLY UNIT
TRANSMI TTER

Type 607/E/F 1s mounted in & rack Patt. M4i59, in the
case of Type 608/E/F, Transmitter THS2 is mounted on & bench
to the right of reck.

TYPE 607 EQUIPMENT

Patt. No. Physical Data
) Description

(Marconi Height Width Depth Weight 1bs.
NL504 Transaftter Type T6Y2 1" 1047 | ' 54v 1t 54» 105
ML58A Transmitter Typs THS2 (Type G08/E/F) 21 240 11 2» 11 340 100
MS00A/B Receiver Type CR300/1 10 2¢ 17 11 340 55
st Control Unit local Type 886 1" 94" 1 30

MishA Supply Unit, Transaitter Type 888C (Type 607 and 608) 104% | 1t O 11 84

Mi53 Supply Unit, Trensmitter Type 8884 (Type 607E and GOSE) 104" [ 1T odv | 11 84e

Mhss Supply Unit, Transmitter Type 888D (Type SO7F and GOGF) 104% | 10 Of% | 1t By

MI4B7A/B Supply Unit Type 889 84 64 1 25
Mi59 Rack Assembly 6 1* 10 100 | 10 qq

M52 Control Unit Remote Type 887 1t 20 14 ge 35

The total weights of the Type 607 equipment are as follows:-
Type 607 =~ 420 lbs Type 607E - 416 1bs Type 60TF = U440 1bs

CRIEF DESCRIPTION OF MAJOR UNITS
Trensmitter Type TCY2 - Patt. M450A

Frequency 375 = 500 ke/s and 1.2 - 8.3 Me/s
Frequency Control Crystal or HMaster Oscillator on H.F.
Master Oscillator on M.F.
Output C.HW. = b0 = 50 matts
M.C.W. - 20 - 25 watts
VYoice = {12 = 15 watts

The circuit comprises a master oscillator, final stage amplifier and modulator stége each using one valve,
Suppressor grid modulation is employed.



Transmitter Type TNS2 - Patt, MiS8A

Frequency 2 -20Me/s
Frequency Control Crystal or Master Oscfllator
Output C.W. = 0 = 50 watts

The circuit comprises a master oscillator, harmonic generator, final stage amplifier and modulator .stage.
Suppressor grid modulation is employed.

Receiver CR300/1 = Patt, M500A/B (Receiver Qutfit CDR)

Frequency Range 15 kc/3 to 25 Mc/s in eight ranges:-
Range 1 15 -85 kec/s Range 5 1.0 - 2,6 Mc/s
Range 2 85 - 210 ke/s Range 6 2.6 - 6.8 Me/s
Range 3 210 - 550 ke/s Range 7 6.8 =~ 17.0 Mc/s
Range 4 380 = 1000 Kc/s Range 8 15.0 - 25.0 Mc/s

Intermediate Frequency 98 ko/s on Ranges 1 and §
570 ke/s on other ranges

Outputs 2 watts into built-in loudspeaker
10 milliwatts for local phones
2 watts for remote loudspeaker
10 milliwatts for remote phones

The circuit {s basically a strajghtforward superheterodyne using one signal amplifier valve, a frequency
changer, two intermediate frequency amplifier valves, & combined 2nd detector and first low frequency amplifier
and an output stage. In addition there is a separate Beat Note oscillator valve whilst an eighth valve functions
as an accurate crystal-controlled calibrating oscillator to provide a check of frequency every 500 kc/s throughout
the range. Thsare {s & built=in loudspeaker.

The equipment can be controlled efther locally or remotely. The length of control cable must not exceed
150 ft. The remote control wunit (Patt. Mi52) includes a morse key, microphone handset, built-in loudspeaker with
volume control. The set may also be adapted for use with Control Outfits KHA series,

Types 607 and 608 = 2207 D.C. 600 watts into Patt. MUS4 Transmitter Supply Unit

Types 607E and 608E - 24V D.C. 600 watts fnto Patt. 1453 Transmitter Supply Unit

Types 607F and 6OBF = 230V 50 c/s A.C. 600 watts into Patt. MLSS5S Transmitter Supply Unft

Recejver Outfit CDR (Receiver CR300/1) can operate from any of the above three sources of supply using
Patt, MUB7 Receiver Supply Unit.

When Types 607E and 6085 13 fitted as an emergency Set or in 110V/2207 ships Battery Outfit BBZ is fitted,
this outfit consists of two 24V 14l amp hour batteries with charging board and resistance.

The approximate consumption 1s as folloms:-

Transmitter Type T6Y2 - 500 watts
Transmitter Type TNS2 - 500 watts
Receiver CR300/1 - 60 watts

Four fnch trunk and wire aerfal, The aerial and trunmk capacity must not be less than 250 mmf. The four
inch trunk should not exceed 16 ft in length.

Listening-through facilities are provided.
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